More sight with Care

Luvis C500

E | * Natural and customizable * Safe and Clean
- Max 10,000LUX - Lowest heat
- Bcolor temperature - Detachable grip for easier hygiene
- Selectable focus - Various installation
“' - Covering examination to Implant - Running 50,000hours
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©090©988 Specification Examination LED Light
- — ¥ lllumination Ec at 1m working distance | 50,000Lux
Focal Distance 70
Light Field Diamter (d10) 16 X 9 (Oval)
Light Field Diamter (d50) 11 X 6 (Oval)
Uniformity (d50/d10) <75%
Color Temp. (K) 4,000 / 4,500 / 5,000
C.R.I (Ra) 95
Camera 30 X Opitical Zoom
Certification CE/FDA/UL/CSA

Luvis M310

Specification LED Surgical Light

Installation Ceiling / Dual Ceiling / Mobile
Head Size(cm) 60cm

No. Of LED (ea) 84

Intensity (LUX) Max 160,000LUX at 100cm
Intensity Control Bsteps (40,000LUX-120,000LUX)
C.R. (Ra) 96(95)

Color Temp.(K) 4,300(3,800/4,300/4,800)
Light Field Size (o) 20cm-30cm at 100cm

Depth of lluumination ;gg;?;?gggi?)

Smart Sensor (1) dea

Detachable Centre grip Yes(2X)

LED Life 50,000Hrs

Certification féggggg-%mcezm

Power Consumption 50,000Hrs
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