Technical Specification

Class

Design
(Light Head)
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Remark

Single Ceiling
Installation Dual Ceiling
Mobile
Head Size (cm) 435
No. of LED (ea) 42
) Dental : 30,000
Intensity (Ix) 130,000 Exam : 60,000
Intensity Control (40 0808316123 000)
C.R.I (Ra/R9) 96 / 95

Color Temp. (K)

3,800 / 4,300 / 4,800

Light Field Size (cm)

3 Steps
(15~25, Circle)

Detachable Centre Grip

Yes (2X)

Input Power

100~240Vac, 50/60Hz

LED Life(Hrs)

60,000

Option

Wall Controller (Tablet PC)
Backup Battery

Prime Priority Technology Limited.

Tel: 3703 9600 Fax: 3011 5084 Email: prime.priority.tech@gmail.com.

Unit 3, 11/F, , Wah Shing Centre, 11 Shing Yip Street, Kwun Tong, Hong Kong-

Medical LED Illumination
Surgical LED Light

Luvis S300




Luvis S300 130,000 Ix

OT Light 1 OT Light 2
(S300)¥ (S300)¥

llumination Intensity
3 Step adjustment (Max. 130,000 Ix)

Light Field Size
3 Step adjustment (Max. 25cm / Min, 15cm) i

Color Temperature
3,800K / 4,300K / 4,800K
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Sy’ 3 Different Modes
v Surgical mode (130,000 Ix)
" Examine mode (60,000 Ix)

Dental mode (30,000 Ix)

|

Handle Touch Control
Light Field Increase (Quick & Easy)

Color Rendering Index
Ra 96/ R9 95

Intensity Control (1 — 2 — 3 — 1, Rotate)

Light Field Decrease

8" Tablet PC V/ 0T Light Control
(Android APP) V' Sync Control

L ARM Touch Control (4.3” LCD)

Dental Mode
— Dental Light ON/OFF
— Intensity Control

() I Back—up Batte!
L, TR— Examination Mode P e
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S R — Intensity, Color Temp. Control + Under Voltage Detection SEERUIEELERS
. A « Discharging Over Current Detection Rating _2(_)~28_Vdc. 4A
O'LII' tl?l'/'\tu(L Zr Sfl) Control Max., ModSe_C;T Light « Short Gircuit Detection (Lithium—ion Battery)
— Light ight lect — Light Field Size 3 Level and : ) )
— Light ON/OFF Intensity 3 Level Setting + Cell Balancing, PTC Dimension 244x164x120mm
— Light Field Size, Intensity, Color Temp « Life cycle : 300 cycle (charge/discharge) )
Light On/Off + Duration : 3 Hours Weight 3.8kg
Sync Mode

— OT Light (1 and 2) Sync



